
How much does a wrap cost?

Cost depends on the size of your vehicle and the amount of coverage (full vs. 
partial).  A typical full wrap featuring coverage of the rear, sides, and hood 
usually runs from $2000-$4000.

Will a wrap damage my vehicle?

Wrap damage is extremely rare amongst professional installers, and the quality 
products and practices used by CS almost completely diminishes the chance of 
damage to a factory-grade paint job.  In fact, in most cases a wrap will protect 

it.  However, we do recommend that a wrap is professionally removed after 
approximately 3-5 years to prevent damage and update the design.

You will get a mockup of the proposed graphics within one week of inquiry.  
From final design approval to driving home in your wrapped vehicle usually 
takes two weeks.  Production takes approximately one week, but depends on 
workload.  Printing, drying, and laminating take approximately three days.  
Installation of a wrap can take 1-3 days.

How long does my wrap last?

How long your wrap lasts depends largely on you.  (See follow
up care instructions below.)  Typically, the less sun and harsh
weather conditions it sees the longer it will last.  Most last
five to seven years, with only some minor lifting in
recessed areas and around edges.  Sides and
rear graphics tend to last longer (four or six
years), while hoods and roofs last three to
five years.  Perforated window graphics
normally last about two years when
properly cared for and are
regularly replaced midway
through the life of the rest
of the wrap.

CS warranties material and labor for two years.  If wrap failure does not occur 
within the first month of installation, it is unlikely to occur until many years later.  

However, if you have any problems with your wrap during any stage of its life, 
contact us immediately to remedy the situation.  We stand behind our people 

and our products, and we will do what we can to make it right!

FAQ’S ABOUT YOUR              WRAP:

FOLLOW UP CARE:
Sun and Salt:

Protect your vehicle from weather damage by keeping it out of the sun whenever possible.  Regularly wash
road salt and dirt from the vehicle, but avoid harsh chemicals.  A brushless automatic car wash is OK.  If

powerwashing, keep pressure below 1200 psi, the temperature below 180º, nozzle at least 12” away from edges,
and use a nozzle with a 40º angle wide spray pattern.  Keep nozzle perpendicular to graphic.

How long does it take?
Is my CS wrap warrantied?

Snow and Rain:

Use soft plastic scrappers for snow removal, being careful not to nick or damage the vinyl wrap.  Lessen use of back windshield 
wipers on perforated rear windows when possible.

Drive Carefully:

You are now sporting a moving billboard that broadcasts your company and image.  Wear it proudly, and if the vehicle is ever damaged in an 
accident, call us up to schedule a reprint of the damaged area.

920-336-8900
505 Lawrence Drive
De Pere, WI  54115

www.GreenBaySigns.com
www.GreenBayEngraving.com
www.YourVehicleWraps.com

ALSO CONTACT
                    FOR:
• Business Cards, Stationary, & Brochures
• Message Center & Readerboard Rentals

• Channel Letters & Awnings
• Wood, HDU, & Sandblasted Signs
• ADA (American Disability Act) Signs
• Logo Design & Company Branding
• Pylon & Monument Signs
• Electronic Message Centers
• Yard, Site, & Real Estate Signs 

• Banners & Tradeshow Signage
• Interior & Exterior Wall Signs
• Gas Station Conversions
• LED Conversions
• Service/Repair
• Decals & Graphics
• Neon Signs


